Kapi ve Pencere Sistemi
Window and Door System




TEKNIK OZELLIKLER / TECHNICAL PROPERTIES

KASA DERINLIiGi / FRAME DEPTH 75 mm
KANAT DERINLIiGi / SASH DEPTH 84,5 mm

ET KALINLIGI / WALL THICKNESS 2mm
MIN/MAX CAM KALINLIGI / MIN/MAX GLASS THICKNESS 18 mm - 54 mm
ISI BARIYER / THERMAL BREAK 34 mm

UYGULAMA SEGENEKLERI / APPLICATION OPTIONS
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PERFORMANS DEGERLERI / PERFORMANCE VALUES
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PERFORMANS TEST SONUC

HAVA GECIRGENLIGI - EN 12207 1 2 3

(AIR PERMEABILITY) (150 Pa) (300 Pa) (450 Pa)

SU SIZDIRMAZLIGI - EN 12208 2A 3A 4A 5A 6A 7A 8A 9A
(WATERT|GHTN ESS) {50Pa) {100Pa) (150Pa) (200Pa) (250Pa) {300Pa) {450Pa) (600Pa)
RUZGAR YUKUNE DAYANIM - EN 12210 1 2 3 4 5
(RESISTANCE TO WIND LOAD) (400 Pa) || (800Pa) || (1200 Pa) || (1600 Pa) || (2000 Pa)
SEHIM KRITERI - EN 12210 A B

(DEFLECTION CRITERIA) {L/150) (L/200)

SISTEM SES YALITIMI - EN 10140-2
(ACOUSTIC PERFORMANCE VALUE )

SiSTEM UF DEGERI - EN 10077-2 i >
(THERMAL INSULATION VALUE) - - . 131-173W/(m".K)

() en1s0717-1 Rw (Cictn=41 (2,-5) dB





































































































































































































































































































































